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DISPLACEMENT ROTATION CONTROLS MOUNTING SHAFT COR MAXIMUM MINIMUM ADD-ONS SPECIALS
(cc/rev) SETTING DISPLACEMENT DISPLACEMENT

rrrr r r r r rrr rr rr rr r
43 L H B J 300 X X B X

1 DISPLACEMENT SIZE
43 (2.67 cir)
63 (3.84 cir)

2 ROTATION

R = CLOCKWISE
L = COUNTER CLOCKWISE

3 CONTROLS

H = HYDRAULIC REMOTE
K = CAM LEVER

4 MOUNTING

B = SAE B 2 BOLT
STANDARD (30, 43)

C = SAE C 2 BOLT
STANDARD (63)

10 SPECIALS (2)
INSERT S, THEN CALL OUT
REQUIREMENT IN CLEAR TEXT

9 ADD-ONS

R = COR
A = SAE PTO
B = SAE PTO
C = SAE PTO
J = SAE PTO
Y = UNIT MTD. IN TANDEM

(ADD SECOND LINE TO
CODE TANDEM UNIT)

8 MIN. DISPLACEMENT

SPECIFY VOLUME IN CC/REV

7 MAX. DISPLACEMENT
DESTROKED

SPECIFY VOLUME IN CC/REV

6 CROSSOVER RELIEF
VALVE SETTING IF ADDED

CALL OUT SETTING IN BAR
1 BAR = 14.5 PSI

5 SHAFT

J = SAE BB SPLINED
STANDARD (43)

C = SAE C SPLINED
STANDARD (63)

Model Codes for M-Series Closed Loop Pumps

P/N 888 006 6401

MODEL

MPV
M-Series
Variable
Pump
EXAMPLE:

NOTES: (1) If codes are not used, insert the letter “X”.
(2) If a unit is a special execution, insert “S” at the end of the code description.


